Stop the growth of mold & bacteria!!

Anti-mold & bacterial Pre-Filter

✔ Stop the growth of mold & bacteria
✔ Eliminate the smell and mildew stain
✔ Washable and reusable

For facility

For ceiling/wall

For Hospital/school

Hygiene control at workplace

For bookshelf

Installation Method

1. Set the pre-Filter inside of grill cover.
2. Put the original filter on top of the pre-Filter.
   Ensure to place the pre-Filter between Grill cover and original filter.

Frequently Asked Questions

Q. Is there any standard period for cleaning?
   A. Wash the pre-filter with water every 2 months. This period can be changed depending on the application and its environment.

Q. How many times can I use it repeatedly?
   A. It can be used repeatedly up to 5-6 times of washing. Due to the nature of the material, the filter will shrink a little after every wash.

Q. Does the pre-filter needs immediate cleaning if it turns black?
   A. Dust and dust pigment will stick to the filter, but the effect will not be affected.

Q. Does the anti-mold agent volatilize?
   A. Anti-mold agents do not volatilize.

Q. Can pre-filter be installed in any air-conditioner and in any place inside the panel?
   A. It can be installed only for models with automatic cleaning function and has to be placed between the grill and the standard pre-filter of the panel.

Q. Does the prefiltner has a front and back side?
   A. No

Anti-mold/bacterial Pre Filter <Sheet>

Part No.: 9S01183 (1 sheet)
Size (mm): L 570 x W 570 x T 3
Weight (g): 60
Color: White

Anti-mold/bacterial Pre Filter <Roll>

Part No.: 2345507
Size (mm): L 900 x W 25,000 x T 3
Weight (g): 4,700
Color: White